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Minimal maintenance Safe use

Enhance your welding experience and boost on-site confidence with GenSet accessories: professional,
practical and user-friendly, designed to improve welding efficiency and comfort. Meticulously crafted to
ensure superior performance and workplace safety.
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WELDING ACCESSORIES

WELDING CABLES WITH ACCESSORIES

- One dark screen

- One transparent glass

- One chipping hammer

- One steel brush

- One electrode holder with S mt cable, sect. 25 mmz2, and one
ground clamp with 3 mt cable, sect. 25 mm2 (type ST 25)

- and/or one electrode holder with 5 mt cable, sect. 35 mm2, and
one ground clamp with 3 mt cable, sect. 35 mm2 (type ST 35)

- and/or one electrode holder with 20 mt cable, sect. 50 mm2, and
one ground clamp with 15 mt cable, sect. 50 mm2 (type ST S0).

WELDING REMOTE CONTROL

The remote control provides a seamless and comfortable means to
adjust the welding current from the workstation, utilizing a precision
potentiometer for fine-tuned settings. This effortless control is
facilitated by a 20-meter cable connection to the unit's instrument
panel, ensuring swift and immediate operational functionality.

Dimensions (LxWxH) 180x115x110 mm
Dry weight 3kg

REVERSE POLARITY SWITCH KIT

Electrically operated device to reverse polarity, suitable for electronic
control welders up to 500 Amps DC, including:

- Polarity switch box

- Connecting cables

- Remote control with 20 mt cable and plug, composed of welding
current potentiometer and polarity selector switch with warning light.

Dimensions (LxWxH) 375x205x270 mm
Dry weight Box: 10 kg - Remote control: 3 kg

MIG/MAG WIRE FEEDER

The engine-driven device automatically advances the wire-electrode
from the spool to the welding torch, precisely controlling the unwinding
speed while also discerning the material type, wire diameter, and
specific wire type for the task at hand.

Dimensions (LxWxH) 660x240x450 mm
Dry weight 15 kg

PARALLEL BOX: PARALLEL WELDING MODULE

Portable unit that permits paralleling of two engine driven welders
doubling the welding current output.

The kit includes:

- Welding voltmeter

- Welding ammeter

- Connecting cables

Dimensions (LxWxH) 290x235x230 mm
Dry weight 7 kg
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